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Corporate Profile  
Infinique, a Canadian company focuses on providing high quality professional CCTV 

products for a wide range of applications. For close to a decade our success has 

been through innovation, superior product quality and excellent customer service.  

 

At Infinique we offer a family of CCTV products which are based on the emerging 

trend for integration of digital video surveillance and the PC with its associated web 

based applications and solutions.  

  

Our strategically located offices in North America and Middle East help us provide our 

customers with the unconditional service and support through our team of diligent 

and seasoned professionals.  
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Cameras  

CCTV Solutions 

¶ 1/4ó Sony EXview HAD CCD 

¶ Built-in 36x Auto Focus Optical Zoom / Digital 12x 

¶ WDR - Wide Dynamic Range  

¶ Day and Night (ICR) 0.01 Lux with ICR ON 

¶ DSS - Digital Slow Shutter 

¶ Multi Protocol & Baud Rate Support, Pelco-D/Pelco-P/STD  

¶ 540 TVL(Min), 0.00001 Lux (DSS ON) 

¶ Vector Scan & Diagonal Scan during Auto Tour 

¶ On-screen Compass and Tilt Display 

¶ Password Protection 

¶ RJ45 Single Cable, DC12V/AC24V 

¶ Vandal Proof, Full Aluminum Body & Polycarbonate Bubble  

¶ Waterproof, IP67  

¶ Built-in 2 Fans and 2 Heater  

¶ Easy Installation using single UTP cable  

ISDOS36 High Speed Dome Camera  

Professional Speed Dome  

Camera Specifications  

Image Device  Sony 1/4ó EXview HAD CCD 

Lens 36x Optical Auto Focus Zoom, 12X Digital Zoom 

Working Distance 320mm(WIDE), 1500mm(TELE) 

Sync. System Internal / External 

S/N Ratio More than 50db (AGC off)  

Total Pixel NTSC: 380K | PAL: 440K 

Effective Pixel NTSC: 768(H) x 494(V) | PAL: 752(H) x 582(V) 

Day & Night Auto ICR (Filter Changeable) 

Horizontal Resolution 540  TV Lines (Wide end) 

Minimum Illumination NTSC: 0.01Lux (ICR-On ) 1/4sec | PAL: 0.01Lux (ICR-On) 1/3sec 

Video Output Signal VBS: 1.0 Vp-p (Sync negative) Y/C out. 

Control Method  RS-485,422 Baud rate 9600bps(STD) (Opt. 38400,4800, 2400) 

WDR (Wide Dynamic Range) ON | OFF 

Electronic Shutter Speed NTSC: 1/4~10000sec (20 steps) | PAL: 1/3~10000sec (20 steps) 

General   

Operating Temperature  -45ěC~70ěC 

Operating Humidity Up to 90% RH 

Storage Temperature -20ěC~70ěC 

Built-in Fan & Heater 2 Fans / 2 Heaters 

Heater Operation  -4ěC~10ěC On/Off 

IP Rating IP67 (Water Proof) 

Power Supply DC 12V / AC 24V, 3A 

Dimensions Ï 233 x 257.3 mm  

Weight (Approx.) 2200g (w/o Bracket) 

Certifications CE, FCC, RoHS, IP67 Compliance 

The ISDOS36 High Speed Dome Camera integrates a weatherproof 

housing, built-in fans and heaters making it an ideal choice for 

various outdoor applications. This high resolution camera has 360 

degree high -speed pan and tilt base, and 36x optical zoom lens. It 

advanced features includes, scheduling of presets, Window   

blanking up to 24 user-defined privacy areas, Password protection, 

On-screen Compass and Tilt display.   

 

ISDOS36 plays a dynamic role in a host of security applications; 

including shopping malls, departmental stores, airports, train sta-

tions, parking lots, apartment complexes and amusement parks.  

 
Model numbers : 

Speed Dome 36X: ISDOS36-N (NTSC)| ISDOS36-P (PAL) 

Speed Dome 26X: ISDOS26-P (NTSC)| ISDOS26-P (PAL) 

Features 

Dome  

Panning Range & Speed 0ě~360ě - Max 360ě/sec 

Tilting Range & Speed 0ě~180ě - Max 90ě/sec 

Preset Speed Max 400ě/sec 

Preset Position 1~240 Positions 

Group Tour 1~8 Group Tour 

Pattern 1~8 Pattern (120 sec Memory)  

Auto Scan 1~8 Scan (Programmable  Speed & Diagonal Scan)  

Auto Flip Auto Flip (On/Off) 

Privacy Zone Masking 6 Privacy Zones (4 Group) Total 24 Privacy Zones 

Alarm 4 Inputs / 1 Output 

Protocol RS-485,422 Baud rate 9600bps(STD) (Opt.38400,4800,2400) 

Camera ID 1~99  

OSD Dome ID, Pan/Tilt Angle Range. Mode... 

Design and specifications subject to change without prior notice.  

IBSDWM IBSDCE IBSDCR IBSDPM IBSDRM IBSDPA IBSDSS IBSDSN 

Bracket Options  

Dimensions  
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Cameras  

CCTV Solutions 

¶ 1/4ó Sony EXview HAD CCD 

¶ Built-in 36x Auto Focus Optical Zoom / Digital 12x 

¶ WDR - Wide Dynamic Range  

¶ Day and Night (ICR) 0.01 Lux with ICR ON 

¶ DSS - Digital Slow Shutter 

¶ Multi Protocol & Baud Rate Support, Pelco-D/Pelco-P/STD  

¶ 540 TVL(Min), 0.00001 Lux (DSS ON) 

¶ Vector Scan & Diagonal Scan during Auto Tour 

¶ On-screen Compass and Tilt Display 

¶ Password Protection 

¶ RJ45 Single Cable, DC12V/AC24V 

¶ Flush Mount Hardware Default 

¶ Easy Installation using single UTP cable  

ISDIS36 High Speed Dome Camera  

Professional Speed Dome  

Camera Specifications  

Image Device  Sony 1/4ó EXview HAD CCD 

Lens 36x Optical Auto Focus Zoom, 12X Digital Zoom 

Working Distance 320mm(WIDE), 1500mm(TELE) 

Sync. System Internal / External 

S/N Ratio More than 50db (AGC off)  

Total Pixel NTSC: 380K | PAL: 440K 

Effective Pixel NTSC: 768(H) x 494(V) | PAL: 752(H) x 582(V) 

Day & Night Auto ICR (Filter Changeable) 

Horizontal Resolution 540 TV Lines (Wide end) 

Minimum Illumination NTSC: 0.01Lux (ICR-On ) 1/4sec | PAL: 0.01Lux (ICR-On) 1/3sec 

Video Output Signal VBS: 1.0 Vp-p (Sync negative) Y/C out. 

Control Method  RS-485,422 Baud rate 9600bps(STD) (Opt. 38400,4800, 2400) 

WDR (Wide Dynamic Range) ON | OFF 

Electronic Shutter Speed NTSC: 1/4~10000sec (20 steps) | PAL: 1/3~10000sec (20 steps) 

General   

Operating Temperature  0ěC~70ěC 

Operating Humidity Up to 90% RH (Non Condensing) 

Storage Temperature -20ěC~70ěC 

Power Supply DC 12V / AC 24V, 3A 

Dimensions Ï 233 x 202.8 mm  

Weight (Approx.) 1900g (w/o Bracket) 

Certifications CE, FCC, RoHS Compliance 

The ISDIS36 High Speed Dome is a high resolution camera with 

360 degree high -speed pan and tilt base, and 36x optical zoom 

lens. It advanced features includes, scheduling of presets,      

Window blanking up to 24 user-defined privacy areas, Password 

protection, On -screen Compass and Tilt display.   

 

Aesthetically designed these indoor speed domes comes with a 

default option of flush mount.  

 
Model numbers : 

Speed Dome 36X: ISDIS36-N (NTSC)| ISDIS35-P (PAL) 

Speed Dome 26X: ISDIH26-P (NTSC)| ISDIS26-P (PAL) 

Features 

Dome  

Panning Range & Speed 0ě~360ě - Max 360ě/sec 

Tilting Range & Speed 0ě~180ě - Max 90ě/sec 

Preset Speed Max 400ě/sec 

Preset Position 1~240 Positions 

Group Tour 1~8 Group Tour 

Pattern 1~8 Pattern (120 sec Memory)  

Auto Scan 1~8 Scan (Programmable  Speed & Diagonal Scan)  

Flip Auto Flip (On/Off) 

Privacy Zone Masking 6 Privacy Zones (4 Group) Total 24 Privacy Zones 

Alarm 4 Inputs / 1 Output 

Protocol RS-485,422 Baud rate 9600bps(STD) (Opt.38400,4800,2400) 

Camera ID 1~99  

OSD Dome ID, Pan/Tilt Angle Range. Mode... 

Design and specifications subject to change without prior notice.  

Dimensions  
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